CLARIFICATION QUESTIONS
DTFAAC-10-M-000602

Would you be able to advise i this is a new or existing requirement? The Be-300 ProLine 21
Avionics training requirement is new.

Would you be able to provide any additionat information regarding the size and value of the
current contract?

Training for the Be-300 ProLine 21 Avionics fleet starts at 10 increasing to 80 per year at the end
of the b-years.

Also, the draft PWS indicates that "the confractor is required to provide names of ground school
instructors” for approval. |s this a pre-award or post-award requirement, i.e., do instructors need
to be bid as key personnel in solicitation response?

Yes, this is pre-award information as these instructors have fo be approved by FAA before they
can train our pilots.
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Be-300 ProlLine 21

1. Can you provide an estimate of the pilot training volume and timing?
a.  When would training be required to start?
b. Is FAA considering a multi-year contract or single year?
C. How many initial/type ratings in a given period
d. How many recurrent trainings in a given period?
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2. Can you explain why a Level-D simulator is required vs. a Level-C or Level-D
simulator? Level-C simulators grant the same training credit and the typically the FAA
requires Level-C or Level-D. '
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3. Section 1.8.6:

a.  Why is there a requirement for a Level-4/6 or higher Cockpit Training
Device? If a 142 Training Center has the Hawker Beechcraft 300 Super King Air
Type Rating program approved (142) without a level-4/5 procedures trainer, then



why is a piece of equipment required that wouldn’t even be used as part of the
approved program??

Aviation System Standards has sel this devise as a requirement for the training of

OU orewmnembens,

b. Ifit's required for this contract, For how many hours must the trainer be
used?

This device must be made availabls y noiing an initial tvpe
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C. Since a Level-C or D simulator is “higher” than Level-4/5 and meets the
definition provided for “Cockpit Training Device”, | would assume using a full
simulator (up to the level-D simulator that would be used for the flight
training) would be acceptable. Please confirm that this is an accurate
assumption, and if it isn’t please let me know what level is “too” high.
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